TRANSACTIONS
OF THE
AMERICAN NUCLEAR SOCIETY
1973 WINTER MEETING
San Francisco Hilton Hotel November 11-15, 1973 San Francisco, California

Technical Program Chairman
S. A. Bernsen (Bechtel)

Assistant Technical Program Chairmen
D. A. Bitz (Bechtel)
Lloyd Tokerud (C-E)

National Program Chairman
Walt H. Wolf (SWUCO)

Editor
Ruth Farmakes (ANS)

Reviewers
F. M. Alcorn (B&W), Nuclear Criticality Safety
C. F. Baxter (USAEC), Isotopes and Radiation
F. C. Duvall (NUS), Reactor Operations
John Graham (WARD), Nuclear Reactor Safety
John E. Grund (Portland GE), Power
H. Hollingshaus (Bechtel), Power
Paul Kruger (Stanford Univ), Civil Explosion Applications
W. Little (W-Hanford), Mathematics and Computation
J. A. Lonergan (Sci Appl Inc), Shielding and Dosimetry
M. J. Ohanian (U of Fl), Environmental Science
H. Pearlman (AI), Materials Science and Technology
C. A. Preskitt (Intelcom Rad Tech), Reactor Physics
Vincent Truscello (JPL), Aerospace and Hydrospace
Nick Tsoulfanidis (U of Mo-Rolla), Education
Walter D. Tucker (BNL), Remote Systems Technology
James S. Tulenko (B&W), Nuclear Fuel Cycle
R. W. Werner (UC-LLL), Controlled Nuclear Fusion

Ricardo Artigas (GE-San Jose)
William E. Bailey (GE-Pleasanton)
J. Douglas Balcomb (LASL)
William C. Bartels (USAEC)
Harry Berger (NBS)
Ray E. Blanco (ORNL)
James F. Boland (ANL-Idaho)
C. L. Brown (PNL)
B. Stephen Carpenter (NBS)
Charles E. Clifford (ORNL)
John G. Connelly (Carolina P&L)
K. L. Crowther (GE-San Jose)
R. C. Dahlberg (GGA)
Gary D. Draper, Jr. (U of Texas-Austin)
S. K. Evans (GE-Pleasanton)
G. Ferguson (Howard Univ)
E. D. Fuller (GE-San Jose)
A. H. Gage (PEPCO)
Sherman D. Goodman (Gilbert Assoc)
L. G. Haggmark (Sandia)
Court Henderson (Monsanto-Mound)
E. J. Hennelly (duPont-SRL)
Ronald R. Hess (Philia Elec)
G. R. Hopkins (GGA)
James Horak (Univ of NM)
Bruce Hutchins (GE-Sunnyvale)
Clyde Jupiter (EG&G-Las Vegas)
Walter Y. Kato (ANL)
K. D. Lathrop (LASL)
Harry Lawroski (NSC)
Robert D. Leggett (W-Hanford)
Myron Lepke (PG&E)
Leon Leventhal (LFE)
Robert H. Logue (Philia Elec)
W. N. McElroy (W-Hanford)
G. Melese-d'Hospital (GGA)
John E. Meyer (W-BAPL)
Warren F. Miller (Northwestern Univ)
Peter B. Mohr (UC-LLL)
A. M. Platt (PNL)
Roy G. Post (Univ of Ariz)
L. Ruby (UC-Berkeley)
James L. Scott (ORNL)
Robert L. Seale (Univ of Ariz)
Bai Raj Sehgal (ANL)
W. F. Sheety (W-Hanford)
Peter Shen (So, Cal Ed)
David R. Smith (LASL)
W. M. Stacey (ANL)
K. C. Stinson (GGA)
R. K. Stitt (GE-San Jose)
Ivan F. Stuart (GE-San Jose)
Robert J. Teitle (KMS Fusion)
Charles R. Weishin (LASM)
Donald E. Wood (Kaman Sci)
Gene L. Woodruff (Univ of Wash)
R. G. Wymer (ORNL)

S. Salah (W-NES) was inadvertently omitted from the list of Reviewers for the Chicago Meeting, June 1973.
5. Monte Carlo Analysis of Experimentally Critical Pipe Intersections, N. F. Cross, G. E. Whitesides, R. J. Hinton (ORNL)

Nuclear safety analysts often encounter situations in which criticality evaluations must be made for systems involving large tubing or piping arranged in various configurations. Those involving intersections cannot be calculated using the popular 1-D codes and no standards have been developed for the calculational reliability of other codes for this type of system. In this endeavor, calculations were made to determine the adequacy of the KENO V and CHERI codes to treat critical systems of pipe intersections. Both the 16-group Hansen-Roach cross-section set and the 123-group XSDRN cross sections were used so cross-section effects could be evaluated. Ten of the critical experiments evaluated were performed at Rocky Flats and the remaining 21 were done at Oak Ridge.

The Rocky Flats experiments used a square central column and cylindrical arms filled with aqueous solutions of U(NO₃)₂. All the experiments were unreflected and the configurations included 2 square arms at 45 deg, 6 and 8 cylindrical arms at 45 deg to the central column, and 6, 8, 12, and 16 cylindrical arms at 90 deg to the central column. The average computed k_eff's for the complete set of Rocky Flats experiments was 0.9994 ± 0.0027 when using the 123-group cross sections, indicating that these cross sections accurately reflect the criticality of the experiments. However, the 16-group Hansen-Roach cross sections yield an average k_eff of 0.9776 ± 0.0027 for this set of experiments.

The critical experiments done at Oak Ridge involved a 30-deg lateral (2 cylindrical aluminum pipes intersecting at 30 deg, with one pipe extending below the intersection) and a 90-deg Plexiglas cross. Both sets of experiments were reflected by water. Six different solution concentrations of U(NO₃)₂ were used in the 30-deg lateral experiments. The average calculated k_eff, using 16-group cross sections, was 0.9957 ± 0.0051, and the average calculated k_eff for the 123-group set was 0.9980 ± 0.0034. Several different critical experiments were made utilizing the 90-deg Plexiglas cross filled with U(NO₃)₂ solution. Four inside diameters and several solution concentrations were used for a total of 15 critical experiments. The average calculated k_eff for the 16-group cross sections was 0.9967 ± 0.0022 and for the 123-group cross sections was 0.9999 ± 0.0022, indicating that both cross-section sets accurately predict the criticality of these 5% uranyl fluoride pipe intersection experiments.

It was concluded that when using the 123-group cross sections, both KENO and CHERI accurately predict criticality for pipe intersections filled with highly enriched uranyl nitrate and 5% uranyl fluoride, regardless of the number of arms involved in the intersection. The 16-group Hansen-Roach cross-section set accurately predicts criticality (less than 2 standard deviations from critical) for the fully reflected low-enriched uranyl fluoride systems, but gives nonconservative results for the bare optimally moderated highly enriched uranyl nitrate systems.

7. E. B. JOHNSON, a report to be published, Critical Experiments Facility, Y-12.